Storage & Handling

nuncoa

Centrifuge Tubes 15 ml

Always with updated information - www.nuncbrand.com

Available in polybutadiene styrene and
polypropylene

Printed volume graduations

along length of tube with molded
graduations at conical section

Meets USP Class VI

Flat cap and frosted area on tube
provides writing surface for sample
identification

Tube and cap suitable for freezing

Leak-proof closure

Polybutadiene styrene (PBS) tube has
excellent optical clarity

PBS tube rated at 3,000 x g relative
centrifugal force (RCF), withstands
temperatures to 90°C

PBS tubes are non-pyrogenic

Polypropylene (PP) tube has excellent
chemical resistance

PP tube rated at 7,800 x g RCF, with-
stands temperatures up to 125°C

PP tubes are RNAse/DNAse free
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Nunc Centrifuge Tubes

Sterile

Cat. No. 366052 366036 366079 366060
Material tube/cap PBS/HDPE PP/HDPE PBS/HDPE PP/HDPE
Cap type Dome Dome Dome Dome
Total volume, ml 15 15 15 15
Volume graduations Molded/ printed Molded/ printed Molded/ printed Molded/ printed
External dimensions, mm 120x 17 120x 17 120x 17 120x 17
Max. RCF tested 3000 7800 3000 7800
Autoclavable - + - +
Packing Racked Racked Loose Loose
Units per pack/case 50/500 50/500 50/500 50/500

Caps are not autoclavable. Symbols: PBS = Polybutadiene styrene,
PP = Polypropylene, HDPE = High Density Polyethylene, PE = Polyethylene



